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TOP ENTRY
WATER INLET

• Suitable for mains pressure only
• Ø250mm rain head
• Available in chrome & PVD finishes
• Stainless steel, single function handpiece
• Supplied with Aerlux® jets for mains pressure situations
• Shower aperture: rain head: 140mm² | handpiece: 38mm²
• Brass shower column with brackets
• Top section pivotable
• Built in diverter to switch between rain head and handpiece
• Top entry G1/2 inch female inlet
• Watermark certified
• 5 year warranty 

T E C H N I C A L  P R O D U C T  I N F O R M A T I O N

www.fel ton.co.nz

0800 743 358

Chrome  |  TRCC

Brushed Bronze
TRCBBZ

Black  
Gloss Black
TRCMB-GB

Brushed Gold
TRCBG

Brushed Gunmetal
TRCGM

Black
TRCMB

WATER RATING
www.waterrating.gov.au

The more
stars the more
water e�  cient 

9.5 litres per 
minute

In accordance with AS/NZS 6400 

Felton Industries Limited

Licence No. 0346

WATER RATING
www.waterrating.gov.au

The more
stars the more
water e�  cient 

8.0 litres per 
minute

In accordance with AS/NZS 6400 

Felton Industries Limited

Licence No. 0346

HANDPIECERAIN HEAD

270525ET

Brushed 
Stainless Finish

TRCBN


